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Icon AircraftTO:

FAA (AVP-1, AFS-100, AVP-200, AFS-260, AFS-800, AFS-200, MKC-AEG, ANM
-100), AMFA, AOPA, ASAP, ATSG, GAMA, IAM, IBT, ICASS, NBAA, NTSB,
PAMA, TWU

FROM: Becky L. Hooey, Director
NASA Aviation Safety Reporting System

Icon A5 Nose Gear IssuesSUBJ:

Aviation Safety Reporting System
P.O. Box 189  |  Moffett Field, CA  |  94035-0189

To properly assess the usefulness of our alert message service, we would appreciate it if you would
take the time to give us your feedback on the value of the information that we have provided.  Please
contact Dr. Becky Hooey at (408) 541-2854 or email at
becky.l.hooey@nasa.gov.

INFO:

7/17/2025

We recently received ASRS reports describing a safety concern that may involve your area of operational
responsibility. We do not have sufficient details to assess either the factual accuracy or possible gravity of the
report. It is our policy to relay the reported information to the appropriate authority for evaluation and any
necessary follow-up. We feel you should be aware of the following:

AB 2025:16/3-6

ASRS received a report from an Icon A5 pilot describing an incident with the nose
landing gear. Reporter stated the nose gear collapsed on the landing roll even
though all the landing gear indicator lights showed normal condition after extension,
and even after the collapse. Reporter also stated the nose landing gear appeared
normal during preflight inspection.



ACN 2242313 

 DATE / TIME 

Date of Occurrence   202505 
Local Time Of Day   1201 to 1800 

 PLACE 

Locale   ZZZ.Airport 
State   US 
Altitude ‐ AGL   0 

 ENVIRONMENT 

Flight Conditions   VMC 

 AIRCRAFT / EQUIPMENT X 

ATC / Advisory ‐ Tower   ZZZ 
Make Model Name   A5 
Operating Under FAR Part   91 

 COMPONENT 1 

Aircraft Component   Gear Down Lock 

 PERSON 1 

Function ‐ Flight Crew   Pilot Flying 
Function ‐ Flight Crew   Single Pilot 
ASRS Report Number   2242313 

 EVENTS 

Anomaly  Aircraft Equipment Problem ‐  Critical 
Detector ‐ Person   Flight Crew 
Result ‐ Aircraft   Aircraft Damaged 

 NARRATIVE 1 

Upon landing, my nose gear suddenly collapsed while I was on the runway during the landing roll. The gear 
indicator lights inside the cockpit continued to indicate that all landing gear were down, both in the air shortly 
after I lowered the gear in preparation for landing, as well as on short final, as well as after touchdown when 
the nose gear was actually already collapsed, all the way until I turned the Master switch off. The main gear 
extended properly and remained extended even after the aircraft came to a complete stop. 

I conducted my preflight inspection as usual. I did not notice anything unusual during the preflight. I 
remember inspecting the nose gear assembly carefully, as I always do, and there was nothing that appeared 
wrong with it. 

ICON Aircraft has had numerous similar incidents with nose gear collapses. They have redesigned some of the 
nose gear mechanisms in the past, and issued Service Bulletin SB‐012624‐A (Mandatory) NLG Limit Switch 
Over‐Engagement. I complied with this Service Bulletin (SB). Nevertheless, it appears that even this new 
redesign is still lacking and may need to be redone. 

 SYNOPSIS 

Icon A5 pilot reported the nose gear suddenly collapsed during the landing roll. 

 




